
AUTOMATED INSULIN DELIVERY IN TYPE 1 DIABETES: 
 THE EXPERIENCE TO DATE FOR THE PROVISION OF  

QUALITY HEALTH CARE FOR ADULTS 



Insulin Pump Use In Australia 
(2004-2018) 

Source: NDSS Insulin Pump Consumable Utilisation 



The Evolution of Automated Insulin Delivery: 

A View From Australia 
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 2013 

 Veo (LGS) 

 2015 

 640 (PLGS) 

2017 

 670 (HCL) 

 2009 

 522 (SAP) 

HbA1c 6.7% 

Time in Target (3.9-10mmol/L) 51% 

Time Below Target (<3.9mmol/L) 16% 

HbA1c 6.7% 

Time in Target (3.9-10mmol/L) 58% 

Time Below Target (<3.9mmol/L) 5% 

HbA1c 6.8% 

Time in Target (3.9-10mmol/L) 60% 

Time Below Target (<3.9mmol/L) 3% 

    

HbA1c 6.2%                       

Time in Target (3.9-10mmol/L) 80% 

Time Below Target  <1% 



2018 

  

HbA1c 6.3%   

Time in Target (4.4-10mmol/L) 83.6% 

Time Below Target  <5.2% 


